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2015

Paev jaan.15 veebr.15 marts.15 apr.15 mai.15 juuni.15 juuli.15 aug.15 sept.15 okt.15 nov.15 dets.15
1 4,9 10,8 19,3 21,2 4,2 4,1 0,0 0,0
2 1,6 2,4 24,3 15,6 0,1 11,8 1,6 4,1
3 8,5 2,2 9,6 24,0 22,3 14,0 16,4 11,0 0,0
4 0,7 21,5 25,5 16,6 22,9 12,4 51 0,1 0,0
5 2,4 0,0 23,2 27,1 22,4 7,7 11,9 9,6 0,0
6 1,7 16,9 4,2 13,7 14,4 12,5 8,3 12,7 0,0 0,0
7 1,6 7,2 11,3 24,1 3,9 21,8 4,1 10,8 0,0 1,4
8 4,8 20,2 15,3 25,5 5,6 12,3 8,1 6,0 0,0 4,3
9 8,3 17,5 23,5 28,3 13,4 22,0 17,1 1,9 0,0 0,0
10 18,7 11,6 18,7 13,1 21,4 19,0 3,7 3,4 0,0
11 7,5 22,8 25,4 17,7 23,1 16,2 16,3 0,5 0,0
12 16,6 5,3 28,3 9,2 13,4 17,1 1,7 0,0 0,0
13 18,0 6,5 28,7 21,1 20,8 17,5 1,1 2,2 0,0
14 16,7 14,1 3,0 19,9 21,2 6,2 11,2 1,5 0,0
15 18,0 2,8 10,6 19,7 20,5 24,1 10,7 10,9 0,3 0,0
16 20,5 21,5 25,2 21,9 20,9 21,6 1,6 11,6 0,0 0,5
17 18,8 14,3 16,3 23,4 15,2 19,6 7,7 13,9 0,0 0,0
18 20,3 11,9 8,4 3,2 10,9 21,6 6,2 6,2 0,0 0,0
19 6,4 27,2 10,4 15,8 21,0 3,5 6,5 0,0 4,0
20 2,6 25,9 24,2 14,0 15,5 22,0 10,6 11,6 0,0 0,0
21 14,4 22,4 12,2 24,8 22,4 17,9 4,0 2,9 0,4 0,7
22 5,3 12,2 21,1 14,6 11,0 23,5 8,3 0,0 0,2 0,0
23 21,7 18,4 15,3 7,4 26,1 7,8 3,2 2,1 0,0
24 18,8 19,5 27,3 8,6 20,0 19,3 10,9 13,0 0,0 3,3
25 7,0 18,8 6,0 5,6 18,8 11,4 0,2 0,0 0,8
26 7,3 9,0 3,1 13,3 15,6 12,3 0,0 3,3
27 11,2 23,5 13,8 12,4 14,0 4,6 0,0 3,7
28 9,3 19,0 11,8 5,0 5,0 12,2 0,0 3,8
29 1,8 22,7 14,1 16,9 14,8 0,0 0,3 4,1
30 20,8 20,1 9,1 13,8 6,8 1,3 0,0 2,4
31 1,8 15,4 15,3 5,9 0,4

KOKKU kWh: 11 100 250 360 530 544 455 585 291 231 33,2 36,6
KOKKU kWh 2015 aastal 3426




2016

Paev jaan.16 veebr.16 marts.16 apr.16 mai.1l6 juuni.16 juuli.16 aug.16 sept.16 okt.16 nov.16 dets.16
1 15,7 1,56 26,9 26,3 21,6 12,8 14,8 9,4 1,2 0,6
2 9,32 19,3 25,6 26,5 21,2 10,0 16,1 11,7 0,0 0,0
3 6,53 4,4 25,8 25,1 4,5 14,5 5,9 16,0 0,0 0,0
4 1,99 6,46 21,1 24,0 26,3 17,4 13,8 18,0 3,7 0,0 3,4
5 0,0 7,1 27,7 19,1 22,2 15,5 14,2 1,5 0,0 0,0
6 1,41 1,5 10,2 26,4 23,2 24,8 15,5 17,1 5,7 0,0 0,0
7 1,0 14,3 25,5 25,4 2,4 13,4 8,9 3,0 0,0 0,0
8 5,0 13,2 26,7 13,3 21,2 15,8 20,5 0,0 0,0 0,0
9 11,6 9,0 27,5 23,5 24,2 18,1 20,3 0,5 0,0 0,0
10 0,96 3,2 18,7 27,2 8,7 18,6 13,7 8,5 13,8 0,0 0,6
11 2,4 22,8 24,9 9,6 7,8 14,1 12,2 2,1 0,0 1,4
12 17,5 22,3 26,2 26,4 14,4 21,1 19,0 1,2 0,0 0,0
13 6,35 1,4 22,4 24,5 25,5 17,9 2,9 20,3 0,0 0,0 0,0
14 8,1 21,6 4,9 26,6 23,5 9,2 17,6 0,0 0,2 0,0
15 5,3 14,0 19,9 21,0 5,3 21,3 7,9 0,0 0,0 0,0
16 5,02 6,5 19,1 13,7 8,6 22,3 0,0 14,7 4,2 0,0 0,6
17 11,12 15,5 4,3 11,0 16,1 11,1 4,1 5,3 2,6 0,0 0,0
18 1,51 10,1 53 22,7 3,5 25,9 6,1 17,2 13,1 0,0 0,0
19 18,8 10,2 18,5 9,9 21,7 13,6 7,9 12,8 2,5 0,0
20 13,5 7,7 28,2 26,2 16,4 18,5 7,2 12,1 0,0 0,0
21 8,4 22,1 25,4 22,7 3,0 12,3 18,0 0,0 0,0 0,0
22 9,8 22,2 26,5 26,9 1,3 0,6 6,5 0,0 0,0 0,0
23 17,7 11,6 26,6 15,4 19,6 12,2 3,5 1,5 0,0 0,0
24 0,77 4,3 5,9 27,1 4,0 23,4 15,1 8,0 0,8 0,0 0,0
25 4,59 4,8 17,0 27,8 21,2 25,7 16,3 9,5 0,0 0,0 0,5
26 1,16 1,01 0,0 11,9 12,2 29,1 11,8 13,6 0,0 0,2 2,4
27 1,87 20,3 18,4 18,3 6,0 20,3 21,5 12,2 0,0 0,0 2,0
28 5,3 19,8 51 24,2 25,7 12,8 15,1 1,7 0,0 0,0 4,7
29 14,05 20,6 22,4 16,3 25,7 23,7 2,7 6,5 5,9 5,2 0,0
30 3,46 4,8 25,8 26,4 18,0 21,8 2,6 8,3 0,0 0,2 0,0
31 0,62 3,8 26,09 13,5 20,9 0,0 0,0

KOKKU kWh: 4 56 274 419 714 568 538 385 361 121 9,6 16,1
KOKKU kWh 2016 aastal 3468




2017

Paev jaan.17 veebr.17 marts.17 apr.17 mai.17 juuni.17 juuli.17 aug.17 sept.17 okt.17 nov.17 dets.17
1 1,86 26,8 21,1 2,2 16,7
2 2,61 15,26 28,0 10,9 10,6 11,4
3 4,11 28,6 26,8 10,4 0,7
4 0,24 23,8 27,6 26,3 2,4 12,7
5 5,9 6,4 26,2 5,4 21,8 10,1
6 4,19 10,9 23,75 25,2 28,3 21,3 4,4
7 7,8 12,9 27,0 10,9 27,3 20,7
8 9,3 16,8 26,9 4,6 26,4 23,5
9 8,23 3,9 12,3 21,7 23,2 24,6 22,8
10 3,68 3,5 18,4 26,8 27,1 23,4 20,1
11 1,8 2,4 21,5 26,6 15,3 1,9 23,4
12 9,2 11,4 29,1 0,0 4,8 16,8
13 5,86 2,5 7,6 28,3 15,2 3,3 7,6
14 12,47 2,7 22,6 23,9 27,2 25,6 24,4
15 7,2 17,1 23,5 9,5 27,1 24,9 22,5
16 6,38 8,9 16,4 28,4 26,0 26,6 11,5
17 7,4 0,1 23,7 9,5 26,3 5,8 17,8
18 3,0 19,4 9,2 15,8 24,5 10,9
19 0,06 1,4 21,7 29,1 23,3 0,1 3,6
20 0,19 9,8 16,0 22,7 10,6 21,5 12,4
21 5,08 7,68 0,0 14,2 29,9 19,3 24,4 8,6
22 6,16 0,01 2,3 15,1 26,6 25,1 26,3 6,1
23 1,37 19,9 21,8 14,9 25,7 29,9 8,6
24 5,8 19,7 23,4 26,8 10,8 4,0 17,6
25 1 5,33 2,4 6,5 21,2 13,9 22,6 1,5
26 0,26 4,94 12,8 27,1 11,3 25,0 16,6
27 6,49 12,8 12,7 18,9 19,4 22,1 6,2
28 5,29 21,1 24,0 27,5 26,5 13,1 0,3
29 20,4 0,0 25,8 26,6 14,0 17,7
30 7,7 12,5 18,1 3,0 13,3 14,2
31 2,4 26,76 2,71 12,6 8,6

KOKKU kWh: 19 100 196 489 720 553 517 400 0 0 0,0 0,0
KOKKU kWh 2017 aastal 2993




Komplekt:
Plaatkollektorite arv:
Plaatkollektori mudel:
Kollektori moodud:
Kollektori pindala:
Absorberi pindala:

Absorberi pindala (kokku):

Link:

Akumulatsioonipaak:
Mudel:

Labimoot:

Korgus:

Kaal:

Ulemine soojusvaheti:
Alumine soojusvaheti:
Link:

Pumbagrupp:
Mudel:
Kirjeldus:

Link:

Paisupaak:
Soojuskandja:
Torustik:
Katuseraam:
Kollektorite kalle:
Kollektorite suund:
Asukoht:

HEWALEX 3SLP-300

3

KS2000SLP

2019x1037x90 mm

2,094 m?

1.815 m?

5.445 m?
http://smartac.eu/3slp-300/

HEWALEX VF-300-2

600 mm

1834 mm

106 kg

0,8 m?

1,55 m?
http://smartac.eu/hewalex-vf-akumulatsioonipaagid/

HEWALEX ZPS 18-0le

G422-P06 juhtpaneel koos 4 tempatuuri anduriga
WILO tsirkulatsioonipump

G-916 elektrooniline vooluhulga lugeja
http://smartac.eu/pumbagrupp/

181
Polipropiileengliikooli 33% lahus

Roostevaba paindub Gthendustoru DN16 / isolatsioon 13 mm

KSOL 2+1, kdrgendusega
40°

Lduna

Harjumaa

1l




Andmete monitoorimine iile veebi EKONTROL abil
Demo keskkond (NB! demo keskkond néitab teise siisteemi infot):

Router
http://ekontrol.pl/en/login/ 1
Login: demo — . =

Password: demo

KONTROLLERI SEADED:

Log out Modem LAN 10:12 Monday 11.04.2016

IHEWALEX
EKONTROL e

Remote monitoring of heating devices

SCHEME SETTINGS STATISTICS CONTROLLER OPTIONS -

Parameters for solar collectors Data controller 2016-04-11 11:07 Edit

Holiday mode Number of the selected scheme 1 info
Collectors type flat info

Controller settings
T1-T2 difference when collector's pump deactivates 4 °C Edit info

Alarm information
The maximum required temperature water T2 85 "C Edit info
Regulation of collector's pump speed enabled Edit info
Pump speed 1 info
Flow rate electronic G-916 info
Mominal flow rate 4.5 I/min info
Freezing temperature of the heat transfer fluid -25 °C info
Collectors overheating protection enabled Edit info
Max T2 deactivates collectors overheating protection 90 *C Edit info
Freezing protection of collectors disabled Edit info

Might cooling in the heater disabled Edit info



Tootlikkus paevade kaupa-august-2015

Power consumption-solar module pumgp Comparison of thermal energy obtained from solar panels and energy absorbed by the solar circuit pump

] Il Energy yiekd of solar collectors
[ [ energy collected by the solar circuit pump

Power gain-solar -compars

Work time: Period option Monthiy Edit
Miesiac 2015-08 Edit
Temperature
Flow rate Generate graphic curve
Solar collector capacity
Daily graph of T1-T2 delta
Pump work level
Energy - collectors, pump
30,0
[i5]
Energy yield of solar colleciors: 25,927 kWh
22 5
£
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E 15,0
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Dzien fd]
B Energy yisld of solar collectors 0 energy collected by the solar circuit pump

Export to CSV



Temperatuurid 10-04-2016 (T1-kollektor, T2-boileri alumine temp., 7=-tagasivool pumbagrupist, T4-boileri (ilemine temp.)

Dzien: Kw 10,2016 Generate graphic curve

— 'i
50 Miedziela, Kwi 10, 16:28 :

Ly —
o < &T1 - power from solar collectors: 57.0 °C —
®T2 - lower water zona: 49.0 °C
40 T3 - return to solar collectors: 49.0 °C
@T4 - upper zone water: 50.0 °C
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Voolu kiirus siisteemis 07-04-2016 (max. 4,5l / min)

Dzien: Kw7,2016 Generate graphic curve
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g Czwartek, Kwi 7, 11:44
@ Flow rate: 4.5 |/min
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Energia (tunni kaupa, kollektor - tootmine /pump-tarbimine) 04-04-2016

Poniedziatek, Kwi 4, 12

3 @ Energy yield of solar collectors: 3.09 kWh
senergy collected by the solar circuit pump: 0.04 kwh
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Kollektori véimsus 10-04-2016 (kell 12:25 voimsiseks 3725 W)

Dzieri: Kw 10,2016 Generate graphic curve
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Miedziela, Kwi 10, 12:25
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Delta T1 - T2, 10-04-2016 (T1- kollektori andur, T2-boileri alumine andur, pump kaivitub +4C erinevuse korral)

Dziefi: Kw 10, 2016 Generate graphic curve
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0 eDelta Tl - T2: 6.0 °C
T1-T2 difference when collector's pump deactivates: 4.0 °C

16:00 17:00 18:00

(%]

09:00 10:00 11:00 12:00 13:00 14:00 15:00

S
er— T o

) ' 06:00



Pumba t66 10-04-2016 (100% voimusust =43 W / h)

Dzien: Kw 7, 2016 Generate graphic curve
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Czwartek, Kwi 7, 08:47
e Pump work level: 60.0 %
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EKONTROL vdimalused:

* parameetrite seadistamine
* puhkereZiimi seadistamine
* veateated

* tootlikuse nadidud

* t00aeg

* temperatuurid (eraldi valitavad T1, T2, T3, T4)
* voolu kiirus

* kollektori vdimsus

* Delta T1-T2

* pumba vBimsus

EKONTROL

Remote monitoring of heating devices

Work time

Temperature

Flows rate

Solar collector capacity
Daity graph of T1-T2 delta

oE:00 06:30

SCHEME  SETTINGS ~ STATISTICS

Daily temperature chart

« [l T1 - power from solar collectors
« Il T2 - lower water zone
B T3 - retum to solar collectors

I T4 - upper zone water

Dzief: Kw 11, 2016

Poniedziztek, Kwi 11, 08:31

CONTROLLER OPTIONS

Generate graphic curve

Tl - powear from solar collactors: 19.0°C
oT2 - lowar water zone: 100 °C Pl\
T3 - return to solar collectors: 17.0°%C
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